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1. PLACING THE SUBWOOFERS ON THE FLOOR 
TO MONITOR SINGING

This speaker can be placed on the floor to perform the vocal 
monitoring function for live singing. It can also be used for 
business conferences, coffee shops, churches, etc.

3. PLACING THE SPEAKERS ON THE SPEAKER 
MOUNTING POLE (Adjustable)

Part Number: AM91 (Optional)

Better Music Builder's newly developed 2-Way Full Range 
Passive Loudspeakers (DFS-710, DFS-712) make a 
tremendous combination when used alongside the Dual 18” 
2-Way Full Range Active / Powered Subwoofer SUB-218A, 
creating an excellent live sound system. These SUB Series 
speakers provide intense, clear reproduction of musical 
compositions and vocals.

Floor

Floor

2. GROUND-STACKING THE SUBWOOFERS TO 
MONITOR SINGING

The speaker can be stacked on the floor for live singing 
performances. Additionally, It can also be used for business 
conferences, coffee shops, churches, etc.

          The speaker 
mounting pole as 
indicated in the 
diagram is not 
included with any of 
our speaker models. 
You may order it 
directly from our 
authorized dealers 
near you.   
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          When you use this speaker for the center or “monitor” the 
manufacturer has 4 plastic washer screws on the back of the 
speakers to prevent extreme shaking from recoil. You may use the 
speaker bracket to secure the speaker to the floor/ground. This will 
hold the speaker in place even in extremely loud music.
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